
HANGING 
INSTRUCTIONS

Required Hanging Tools
Types of Hanging Hardware
	 1.Cleat with T-Screws
	 2. Wall Brackets with T-screws
	 3. Hook and Wire 
	 4. Standoffs
Common Hanging Processes 
	 1. Hanging Single Piece 
	 2. Hanging Above Furniture
	 3. Hanging Pairs 
	 4. Hanging Groups 
	 5. Hanging Hook and Wire
	 6. Hanging Stand-offs 
	 7. Hanging Panelscapes
Measurement Guide
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* These instructions are made to help you determine 
how to hang your artwork. However, please use your 
best judgment to make sure the artwork is hung nicely. 
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REQUIRED TOOLS
1. Measuring tape We recommend a self-centering tape measure. 
It gives you the center point between top brackets and it also gives you 
half the picture height to add to 60” for your final hanging height. 

3. Wall Patching Supplies Includes fiberglass mesh tape (for bigger 
holes), spackling/joint compound, and a putty knife. This is for fixing 
previous holes or any mistakes that might be made while installing

6. Hanging Hardware The hardware needed for each job should be 
included with the artwork. This includes wall anchors, #12 screws (used 
at the top of the picture), T-screws (used at the bottom of the picture), 
cleats, wall brackets, hooks and security wrenches.   

2. Phillips Screwdriver, awl punch, or hammer drill This is 
to make the holes for the wall anchors. The hammer drill is used for 
concrete walls

4. Level We recommend an 18”-24” long level

5. Hammer 

Self-centering 

Phillips Screwdriver

Hammer DrillAwl Punch

Spackling Fiberglass Tape Putty Knife

Regular

Wall Brackets
#12 Screws

Security Wrench

Cleat Hook
Wire Set

Slotted Plates

T-Screw Wall Anchor 

Stand-off
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CLEAT & T-SCREW Larger pieces may have more than one cleat on top and t-screw on bottom.

Hanging Hardware 
1. Wall Anchors 
2. Cleat 
3. #12 Screws 
4. T-Screw 
5. Slotted Plate
6. Security Wrench
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WALL BRACKET & T-SCREW Larger pieces may have more than one wall brackets on top and t-screw on bottom.

Hanging Hardware 
1. Wall Anchors 
2. Wall Brackets 
3. #12 Screws 
4. T-Screw 
5. Slotted Plate
6. Security Wrench
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HOOK & WIRE
Hanging Hardware 
1. Wall Anchors 
2. Hook
3. Wire
4. #12 Screws
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STAND-OFFS
Hanging Hardware 
1. Wall Anchors 
2. Stand-off (3 pieces each)
3. #12 Screws 
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HANGING SINGLE PIECE For Cleat and T-Screw and Wall Clip and T-Screw hanging systems

1. Measure the height of the picture

2. Divide picture height in half

3. Add 60” to this measurement

4. Measure from the floor up to the height you 
    just calculated

5. Place the top edge of the picture at this height

6. Center picture horizontally on wall or between 
    obstructions (light fixtures, doors, etc) 

7. Hang picture based on the appropriate 
    Hanging System illustrated in the previous 
    section

Example: Hanging a 40”W x 30”H picture

(30/2) + 60 = 75

Hang the top edge of the picture at 75” up the 
wall. 

75”60”

15”

40”

30”

Min 6”
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75”60”

15”

40”

30”

8”-12”
(Depending on 
sofa height)

HANGING ABOVE FURNITURE For any hanging systems

1. Measure the height of the picture

2. Divide picture height in half

3. Add 60” to this measurement

4. Measure from the floor up to the height you 
    just calculated.

5. Place the top edge of the picture at this height

6. The bottom edge of the picture should be 
    at least 8”-12” away from the top edge of 
    the furniture. You may have to adjust the 
    picture hanging hight based on the furniture

7. Center picture horizontally on wall or between 
    obstructions (light fixtures, doors, etc) 

8. Hang picture based on the appropriate 
    Hanging System illustrated in the previous 
    section

Example: Hanging a 40”W x 30”H picture

(30/2) + 60 = 75

Hang the top edge of the picture at 75” up the 
wall. 
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75”60”

15”

30”

30”
6”

Min 6”

HANGING PAIRS For any hanging systems

1. Measure the height of the picture

2. Divide picture height in half

3. Add 60” to this measurement

4. Measure from the floor up to the height you 
    just calculated.

5. Place the top edge of the picture at this height

6. The bottom edge of the picture should be at 
    least 6” away  from the handrail. You may 
    have  to adjust the picture hanging hight based
    on height of the handrail.

7. Hang the artwork at most 6” apart 

8. Center the pair horizontally on wall or 

    between obstructions (light fixtures, doors, etc) 

9. Hang picture based on the appropriate 
    Hanging System illustrated in the previous 
    section

Example: Hanging two 30”W x 30”H pictures

(30/2) + 60 = 75

Hang the top edge of the pictures at 75” up 
the wall and have a 12” space between them. 
The middle of the spacing between the images 
should be at the center of the wall
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HANGING PAIRS For any hanging systems

1. Measure the height of the picture

2. Divide picture height in half

3. Add 60” to this measurement

4. Measure from the floor up to the height you 
    just calculated.

5. Place the top edge of the picture at this height

6. The bottom edge of the picture should be at  
    least 6” away from the handrail. You may 
    have to adjust the picture hanging hight based 
    on height of the handrail.

7. Hang the artwork at most 6” apart

8. Center the groups horizontally on wall or 
    between obstructions (light  fixtures, doors, etc) 

9. Hang picture based on the appropriate 
    Hanging System illustrated in the previous  
    section

Example: Hanging three 24”W x 30”H pictures

(30/2) + 60 = 75

Hang the top edge of the pictures at 75” up the 
wall and have a 18” space between them. The 
center of the middle images should be at the 
center of the wall

75”60”

15”

24”

30”
6” 6”

Min 6”
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Back of Artwork

1. Pull the wire tight towards the top of the image. 
2. Measure from the peak of the wire to the top of the image.
3. Subtract this measurement from the hanging height to get the hook placement.

30”

6”

75”60”
69”
(Hook Height)

15”

40”

30”

Min 6”

HANGING HOOK AND WIRE For Hook and Wire hanging systems only

1. Measure the height of the picture

2. Divide picture height in half

3. Add 60” to this measurement

4. Measure from the floor up to the height you
     just calculated

5. Place the top edge of the picture at this height

6. Measure the wire distance from top edge of 
    picture (instructions below) 

7. Subtract this from the hanging height and 
    place nail the hook into the wall at this height

8. The bottom edge of the picture should be at 
    least 6” away from the handrail. You may 
    have to adjust the picture hanging hight based 
    on height of the handrail

9. Center the groups horizontally on wall or 
    between obstructions (light fixtures, doors, etc) 

10. Hang picture based on the appropriate 
    Hanging System illustrated in the previous 
    section

Example: Hanging a 40”W x 30”H picture

(30/2) + 60 = 75 (top of picture height)

75 - 6 = 69 (hook height)

Hang the top edge of the pictures at 75” up the 
wall. Nail the hook in the wall 69” up the wall. 
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80”60”

20”

45”

40”

Min 6”

HANGING STAND-OFFS For Stand-off hanging systems only

1. Measure the height of the picture

2. Divide picture height in half

3. Add 60” to this measurement

4. Measure from the floor up to the height you 
    just calculated

5. Place the top edge of the picture at this height

6. The bottom edge of the picture should be at 
    least 6” away from the handrail. You may 
    have to adjust the picture hanging hight based 
    on height of the handrail

7. Center picture horizontally on wall or between 
    obstructions (light  fixtures, doors, etc) 

9. Mark the placement of the stand-off holes on 
    the wall

8. Hang picture based on the appropriate 
    Hanging System illustrated in the previous 
    section

Example: Hanging a 45”W x 40”H picture

(40/2) + 60 = 80

Hang the top edge of the picture at 80” up 
the wall. 
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HANGING HORIZONTAL PANELSCAPES  For any hanging systems

1. Measure the height of the Panelscape (this includes all the 
    panels)

2. Divide the panelscape’s height in half

3. Add 60” to this measurement

4. Measure from the floor up to the height you just calculated

5. Place the top edge of the panelscape at this height (Start 
    with the middle panel which should be one of the tallest  
    panels in the series)

6. The bottom edge of the panelscape should be at least 6”  
    away from the handrail. You may have to adjust the 
    hanging hight based on height of the handrail

7. Center the middle panel horizontal on the wall or between 
    obstructions (light  fixtures, doors, etc) 

8. Hang middle panel based on the appropriate Hanging 
    System illustrated in the previous section

9. Space renaming panels away from each other based on 
    the chart below

9. Center them vertically with the middle panel

8. Hang the rest of the panels based on the appropriate 
    Hanging System illustrated in the previous section

Example: Artline’s Panelscape A on a 10’ wall

(32/2) + 60 = 76

Hang the top edge of the tallest panel at 76” up 
the wall. Hang the rest of the panels accordantly

76”60”

16”

55.5”

32”

Min 6”

2” 2” 2” 2”

Under 8’

9’ - 10’

Above 12’ 3”-4”

2”-3”

1”-2”

Wall 
Length

Panel 
Spacing

Use your discretion on the spacing between 
panels. Do not space them out too much that 
the image becomes distorted. 
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HANGING VERTICAL PANELSCAPES  For any hanging systems

1. Measure the height of the Panelscape (this includes all the 
    panels and the spacing between them, see chart below)

2. Divide the panelscape’s height in half

3. Add 60” to this measurement

4. Measure from the floor up to the height you just calculated

5. Place the top edge of the panelscape at this height (Start 
    with the top panel)

6. The bottom edge of the panelscape should be at least 6”  
    away from the handrail. You may have to adjust the 
    hanging hight based on height of the handrail

7. Center the panelscape horizontally on the wall or between 
    obstructions (light  fixtures, doors, etc) 

8. Hang top panel based on the appropriate Hanging 
    System illustrated in the previous section

9. Space renaming panels away from each other based on 
    the chart below

9. Center them horizontally with the middle panel

8. Hang the rest of the panels based on the appropriate 
    Hanging System illustrated in the previous section

Example: Artline’s Panelscape F on a 10’ wall

(4 + 6 + 10 + 12 + 16) + (1+ 1+ 1+ 1) = 52 (Panelscape height)

(52/2) + 60 = 86 (Hanging Height)

Hang the top edge of the top panel at 86” up the wall. Hang 
the rest of the panels accordantly

Height of panels Panel Spacing

86”60”

26”

32”

52”

Min 6”

1”

1”

1”

1”

Under 8’

9’ - 10’

Above 12’ 3”-4”

2”-3”

1”-2”

Wall 
Height

Panel 
Spacing

Use your discretion on the spacing between 
panels. Do not space them out too much that 
the image becomes distorted. 
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HANGING QUICK GUIDE

12” 14” 16” 18” 20”

70”69”68”67”66”

22”

71”

24”

72”

25”

72.5”

26”

73”

28”

74”

30”

75”

32”

76”

34”

77”

35”

77.5”

36”

78”

38”

79”

40”

80”

*Any piece of artwork that has a height bigger than 40” will need to be centered vertically on the wall provided that there 
is no handrail and is ADA complaint if applicable. Walls that are taller then 9’ should follow the chart above but may 
adjust hanging height based on how large the artwork is and how it might look on the wall. 

Picture Height

Hanging  Height
(from the floor to the 
top edge of artwork) 

Hanging on 8’-9’ tall walls

Spacing for Panelscapes  

Under 8’

9’ - 10’

Above 12’ 3”-4”

2”-3”

1”-2”

Wall 
Length

Panel 
Spacing


